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Environmental Protection Agency § 436.20

Subpart W—Magnesite Subcategory

436.230 Applicability; description of the
magnesite subcategory.

436.231 Specialized definitions.
436.232 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best
practicable control technology currently
available.

Subpart X—Diatomite Subcategory

436.240 Applicability; description of the di-
atomite subcategory.

436.241 Specialized definitions.
436.242 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best
practicable control technology currently
available.

Subpart Y—Jade Subcategory

436.250 Applicability; description of the jade
subcategory.

436.251 Specialized definitions.
436.252 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best
practicable control technology currently
available.

Subpart Z—Novaculite Subcategory

436.260 Applicability; description of the
novaculite subcategory.

436.261 Specialized definitions.
436.262 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best
practicable control technology currently
available.

Subpart AA—Fire Clay Subcategory
[Reserved]

Subpart AB—Attapulgite and
Montmorillonite Subcategory [Reserved]

Subpart AC—Kyanite Subcategory
[Reserved]

Subpart AD—Shale and Common Clay
Subcategory [Reserved]

Subpart AE—Aplite Subcategory
[Reserved]

Subpart AF—Tripoli Subcategory

436.310 Applicability; description of the
tripoli subcategory.

436.321 Specialized definitions.
436.322 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best

practicable control technology currently
available.

Subpart AG—Kaolin Subcategory
[Reserved]

Subpart AH—Ball Clay Subcategory
[Reserved]

Subpart AI—Feldspar Subcategory
[Reserved]

Subpart AJ—Talc, Steatite, Soapstone and
Pyrophyllite Subcategory [Reserved]

Subpart AK—Garnet Subcategory
[Reserved]

Subpart AL—Graphite Subcategory

436.380 Applicability; description of the
graphite subcategory.

436.381 Specialized definitions.
436.382 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best
practicable control technology currently
available.

AUTHORITY: Secs. 301, 304 (b) and (c), Fed-
eral Water Pollution Control Act, as amend-
ed (33 U.S.C. 1251, 1311, 1314 (b) and (c), 86
Stat. 816 et seq., Pub. L. 92–500) (the Act).

SOURCE: 40 FR 48657, Oct. 16, 1975, unless
otherwise noted.

Subpart A—Dimension Stone
Subcategory [Reserved]

Subpart B—Crushed Stone
Subcategory

SOURCE: 42 FR 35849, July 12, 1977, unless
otherwise noted.

§ 436.20 Applicability; description of
the crushed stone subcategory.

The provisions of this subpart are ap-
plicable to the mining or quarrying and
the processing of crushed and broken
stone and riprap. This subpart includes
all types of rock and stone. Rock and
stone that is crushed or broken prior to
the extraction of a mineral are else-
where covered. The processing of cal-
cite, however, in conjunction with the
processing of crushed and broken lime-
stone or dolomite is included in this
subpart.
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